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INTRODUCTION

INTRODUCTION

This document provides the user with technical information regarding several aspects of the
tyre characteristics. The data was acquired using indoor testing methods on physical tyres.

For individual car fitments, usage guidelines and prescriptions for camber and pressure please
refer to the relevent Pirelli Technical Booklet, which is included as part of this Pirelli Data
Package.
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STATIC DIMENSIONS

Slick Tyres
Size & Nominal Weight Max Width (C) Circumference (mD) | Tread Width (Chb)
Fitment (kilograms) (mm) (mm) (mm)
200/540-13
DM 5.9 231 1703 200
13"x8)
Wet Tyres
Size & Nominal Weight Max Width (C) Circumference (mD) | Tread Width (Cb)
Fitment (kilograms) (mm) (mm) (mm)
200/540-13
WSA 7.1 232 1700 200
13"x8)
Pirelli s.p.a. Confidential 09/12/2025




I ]
IRELLAR
DYNAMIC MEASUREMENTS @ 1.4bar (20.3psi), CA 0.0°

200/540-13x8.0) DM

LOADED RADIUS ROLLING RADIUS
LOAD [kg] LOAD [kg]
25 90 280 420 25 90 280 420
30[ 266.8 | 2629 | 250.4 | 2416 30[ 267.2 | 266.5 | 265.4 | 264.7
60| 266.6 | 262.8 | 2505 | 242.3 60| 267.3 | 266.6 | 2655 | 264.8

100 266.9 | 263.2 [ 251.8 | 243.7 100 267.5 | 266.8 | 265.7 | 265.0

140 267.1 | 263.9 | 252.3 | 244.7 140 267.7 | 267.1 | 265.9 | 265.2

267.5 | 264.1 | 253.6 | 246.0 180 268.1 | 267.4 | 266.3 | 265.6

220] 268.5 | 265.0 | 254.3 | 247.4 220] 268.5 | 267.8 | 266.7 | 266.0
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DYNAMIC MEASUREMENTS @ 1.4bar (20.3psi), CA 0.0°

200/540-13x8.0J WSA

LOADED RADIUS ROLLING RADIUS
LOAD [kg] LOAD [kg]
50 150 250 350 450 50 150 250 350 450
30] 265.7 | 259.4 | 253.3 | 247.3 | 2414 30| 266.4 | 264.1 | 263.1 | 262.4 | 261.9
60| 265.9 | 259.7 | 253.6 | 2476 | 2417 60| 266.4 | 264.1 | 263.1 | 262.4 | 261.9
= 100| 266.3 | 260.2 | 254.2 | 2483 | 2425 | — 100| 266.6 | 264.4 | 263.4 | 262.7 | 262.2
5 140| 266.8 | 260.9 | 255.0 | 2493 | 2436 | € 140| 267.1 | 264.9 | 263.9 | 2633 | 262.8
X v
= 180 267.5 | 261.8 | 256.1 | 250.6 | 245.1 | = 180| 267.7 | 265.7 | 264.8 | 2642 | 263.7
i 220] 2685 | 263.0 | 2575 | 252.2 | 2469 | 220| 2685 | 266.8 | 265.9 | 265.4 | 265.0
& 250] 269.3 | 264.0 | 258.7 | 2536 | 2485 | & 250| 269.3 | 267.7 | 267.0 | 266.5 | 266.2
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STATIC RADIAL DEFLECTION — 200/540-13x8.0) @ CA 0.0 ° DM

Inflation Pressure [bar]

Load [kel 2.0 1.8 1.6 1.4 1.2 1.0 0.8
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 15 2.0 2.1 24 2.6 35 36
50 2.9 36 39 44 4.7 6.1 6.4
75 42 5.2 5.5 6.2 6.7 85 9.1

100 5.5 6.6 71 7.9 86 10.7 115
125 6.7 8.0 8.6 9.6 10.4 12.9 13.9
150 8.0 9.4 10.1 11.2 12.1 14.9 16.2
175 9.2 10.7 115 12.8 13.8 16.9 18.5
200 10.4 12.0 12.9 143 15.5 18.8 207
225 11.6 13.3 14.3 15.9 17.1 20.7 229
250 12.8 14.5 15.6 17.4 18.8 225 25.0
275 14.0 15.8 16.9 18.9 20.3 243 271
300 15.1 17.0 183 203 21.9 26.1 29.1
325 16.3 18.2 19.6 218 235 27.9 31.2
350 175 19.4 208 232 25.0 296 332
375 18.6 206 22.1 246 26.5 313 35.2
400 19.8 218 23.4 26.0 28.0 32.9 37.1
425 20.9 23.0 246 27.4 29.5 346 39.1
450 22.1 24.1 259 288 31.0 36.2 41.0
475
500
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 200/540-13x8.0) @ CA 0.0° DM

35

30 A

Static Radial Deflection [mm]

0¥ |

0 50

Pirelli s.p.a. Confidential

T

100

T

150

T T T

200 250 300
Load [kg]

09/12/2025

T

350

T

400

1

450

— 1.0
—11.8

1.6
— 1.4
—1.2
e 1.0
—0.8



.IRELL-I

STATIC RADIAL DEFLECTION — 200/540-13x8.0) @ CA -3.0 ° DM

Inflation Pressure [bar]

Load [kel 2.0 1.8 1.6 1.4 1.2 1.0 0.8
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.8 2.0 2.1 24 2.7 33 41
50 33 36 39 44 48 59 71
75 47 5.2 56 6.3 6.8 8.2 9.9

100 6.0 6.6 71 8.0 8.7 10.4 125
125 7.3 8.0 8.7 9.7 10.6 12.5 14.9
150 8.6 9.4 10.1 11.4 12.4 14.5 173
175 9.9 10.8 11.6 13.0 14.1 16.4 19.6
200 11.1 12.1 13.0 14.6 15.8 18.3 21.9
225 12.4 13.4 14.4 16.2 17.5 202 24.0
250 13.6 14.7 15.8 17.7 19.1 22.0 26.2
275 14.8 16.0 17.1 19.2 208 238 28.3
300 16.0 17.2 185 20.7 224 256 30.3
325 17.1 18.4 19.8 222 24.0 273 324
350 18.3 19.7 21.1 236 255 29.1 34.4
375 19.5 209 224 251 271 308 36.3
400 206 221 23.7 265 286 324 38.3
425 217 233 24.9 28.0 30.2 34.1 40.2
450 22.9 245 26.2 29.4 31.7 35.7 42.1
475
500
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 200/540-13x8.0J @ CA -3.0° DM
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STATIC RADIAL DEFLECTION — 200/540-13x8.0J @ CA -4.0 ° DM

Inflation Pressure [bar]

Load [kel 2.0 1.8 1.6 1.4 1.2 1.0 0.8
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.8 21 23 25 2.8 37 42
50 34 39 41 45 51 6.4 73
75 48 5.5 58 6.4 71 8.9 10.2

100 6.2 7.0 74 8.2 9.1 11.2 12.8
125 75 8.5 9.0 9.9 11.0 13.4 15.4
150 8.8 9.9 105 116 128 155 17.8
175 10.0 11.3 12.0 13.3 14.6 17.5 202
200 11.3 126 13.4 14.9 163 19.5 225
225 12.5 14.0 14.8 16.5 18.0 21.4 248
250 13.7 153 16.2 18.0 19.7 233 27.0
275 14.9 16.6 17.6 19.6 21.4 252 291
300 16.1 17.8 18.9 211 23.0 27.0 31.2
325 17.2 19.1 20.2 226 246 288 333
350 18.4 203 216 241 26.2 306 354
375 19.5 216 22.9 25.5 278 324 37.4
400 206 228 24.1 27.0 293 34.1 39.4
425 217 24.0 254 28.4 309 358 41.4
450 229 252 26.7 29.9 324 375 43.4
475
500
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 200/540-13x8.0J @ CA -4.0° DM
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STATIC RADIAL DEFLECTION — 200/540-13x8.0J @ CA 0.0 ° WSA

Inflation Pressure [bar]

Load [ke] 1.90 1.75 1.60 1.45 1.30 1.15 1.00
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.3 1.4 1.5 1.6 1.7 1.8 2.0
50 2.6 2.7 2.9 3.1 3.3 3.5 3.9
75 3.8 4.1 4.3 4.5 4.9 5.2 5.8

100 5.0 5.4 5.6 6.0 6.4 6.9 7.6
125 6.2 6.6 6.9 7.4 8.0 8.5 9.3
150 7.4 7.9 8.2 8.8 9.4 10.1 11.0
175 8.6 9.1 9.5 10.1 10.9 11.7 12.7
200 9.8 10.3 10.8 11.5 12.3 13.2 14.4
225 10.9 11.5 12.0 12.8 13.7 14.7 16.0
250 12.0 12.7 13.2 14.1 15.1 16.1 17.5
275 13.2 13.8 14.4 15.3 16.4 17.6 19.1
300 14.3 14.9 15.6 16.6 17.7 19.0 20.6
325 15.4 16.0 16.8 17.8 19.0 20.4 22.1
350 16.4 17.1 17.9 19.0 20.3 21.7 23.5
375 17.5 18.2 19.0 20.2 21.6 23.1 24.9
400 18.6 19.2 20.1 21.3 22.8 24.4 26.4
425 19.6 20.3 21.2 22.5 24.0 25.7 27.7
450 20.6 21.3 22.3 23.6 25.2 27.0 29.1
475 21.7 22.3 234 24.7 26.4 28.3 304
500 22.7 23.3 24.4 25.8 27.6 29.5 31.8
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 200/540-13x8.0J @ CA 0.0° WSA
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STATIC RADIAL DEFLECTION — 200/540-13x8.0) @ CA -3.0 ° WSA

Inflation Pressure [bar]

Load [ke] 1.90 1.75 1.60 1.45 1.30 1.15 1.00
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.6 1.7 1.7 1.8 1.9 2.0 2.2
50 3.1 3.2 3.3 3.5 3.7 3.9 4.3
75 4.6 4.8 4.9 5.2 5.4 5.8 6.3

100 6.0 6.2 6.4 6.7 7.1 7.6 8.2
125 7.3 7.6 7.9 8.3 8.7 9.3 10.1
150 8.6 8.9 9.3 9.8 10.3 11.0 11.9
175 9.8 10.2 10.7 11.2 11.8 12.6 13.6
200 11.0 11.5 12.0 12.6 13.3 14.2 15.3
225 12.2 12.7 13.3 14.0 14.7 15.7 17.0
250 13.3 13.9 14.5 15.3 16.1 17.2 18.6
275 14.4 15.1 15.8 16.6 17.5 18.7 20.2
300 15.5 16.2 17.0 17.9 18.8 20.2 21.8
325 16.6 17.3 18.1 19.1 20.1 21.6 23.3
350 17.6 18.4 19.3 20.3 21.4 229 24.7
375 18.6 19.4 204 21.5 22.7 24.3 26.2
400 19.6 20.4 21.5 22.7 23.9 25.6 27.6
425 20.5 21.5 22.6 23.8 25.1 26.9 29.0
450 21.5 22.4 23.6 25.0 26.3 28.2 30.4
475 22.4 23.4 24.7 26.1 27.5 29.5 31.7
500 23.3 24.4 25.7 27.2 28.6 30.7 33.1
525
550
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600
625
650
675
700
725
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775
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STATIC RADIAL DEFLECTION - 200/540-13x8.0J @ CA -3.0° WSA
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