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INTRODUCTION

INTRODUCTION

This document provides the user with technical information regarding several aspects of the
tyre characteristics. The data was acquired using indoor testing methods on physical tyres.

For individual car fitments, usage guidelines and prescriptions for camber and pressure please
refer to the relevent Pirelli Technical Booklet, which is included as part of this Pirelli Data
Package.
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STATIC DIMENSIONS

Slick Tyres
Size & Nominal Weight Max Width (C) Circumference (mD) | Tread Width (Chb)
Fitment (kilograms) (mm) (mm) (mm)
250/575-13
DM 7.9 284 1810 240
13"x10J
Wet Tyres
Size & Nominal Weight Max Width (C) Circumference (mD) | Tread Width (Cb)
Fitment (kilograms) (mm) (mm) (mm)
250/575-13
WSA 9.3 288 1804 240
13"x10J
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DYNAMIC MEASUREMENTS @ 1.4bar (20.3psi), CA 0.0°

250/575-13x10.0) DM

LOADED RADIUS ROLLING RADIUS
LOAD [kg] LOAD [kg]
25 90 280 420 25 90 280 420
30| 284.4 | 280.9 | 270.0 | 262.2 30| 284.9 | 283.9 | 282.7 | 281.9
60| 284.2 | 280.8 | 269.9 | 262.6 60| 284.9 | 283.9 | 282.6 | 281.9
= 100] 2843 | 281.1 | 270.8 | 263.4 = 100] 284.9 | 284.0 | 282.7 | 282.0
S 140| 284.6 | 281.4 | 270.9 | 264.3 5 140| 285.2 | 284.2 | 283.0 | 282.2
3 <
b 180] 284.9 | 281.8 | 272.3 | 265.4 = 180| 2855 | 284.6 | 2833 | 282.6
i 220] 286.1 | 282.7 | 273.1 | 266.2 i 220] 286.0 | 285.1 | 283.8 | 283.0
g 250] 286.1 | 282.7 | 274.0 | 267.4 o 250| 286.5 | 2855 | 284.2 | 2835
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DYNAMIC MEASUREMENTS @ 1.4bar (20.3psi), CA 0.0°

)
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250/575-13x10.0J WSA

LOADED RADIUS ROLLING RADIUS
LOAD [kg] LOAD [kg]
50 150 250 350 450 50 150 250 350 450
20| 281.7 | 275.9 | 270.3 | 264.8 | 259.4 20[ 282.8 | 280.2 | 278.9 | 278.1 | 2775
60| 281.9 | 276.2 | 270.6 | 265.2 | 259.9 60[ 282.8 | 280.2 | 278.9 | 278.1 | 2775
= 100| 2823 [ 276.7 | 271.2 | 2659 | 260.7 | — 100| 283.0 | 280.4 | 279.2 | 278.4 | 277.8
E 140| 282.8 | 277.3 | 272.0 | 266.8 | 261.8 E 140| 283.4 | 280.9 | 279.7 | 278.9 | 278.3
= 180| 283.5 | 278.2 | 273.1 | 268.0 | 2631 | T 180 284.0 | 281.6 | 280.4 | 279.7 | 279.1
i 220[ 284.2 | 279.3 | 274.4 | 269.5 | 2646 | 220| 284.8 | 282.5 | 281.4 | 280.7 | 280.2
@ 250[ 284.9 | 2802 | 2755 [ 2708 [ 2659 | @ 250| 285.5 | 283.4 | 282.3 | 281.7 | 281.2
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STATIC RADIAL DEFLECTION — 250/575-13x10.0) @ CA 0.0 ° DM

Inflation Pressure [bar]

Load [ke] 2.0 1.8 1.6 1.4 1.2 1.0 0.8
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.4 1.6 1.6 1.9 2.1 2.7 3.5
50 2.7 2.9 3.0 3.6 3.9 4.9 6.2
75 3.9 4.2 4.4 5.2 5.6 6.9 8.6

100 5.1 5.4 5.7 6.7 7.3 8.9 10.9
125 6.3 6.7 7.0 8.1 8.9 10.8 13.1
150 7.4 7.9 8.3 9.6 10.5 12.6 15.3
175 8.6 9.0 9.6 11.0 12.0 14.4 17.3
200 9.7 10.2 10.9 12.4 13.6 16.1 19.3
225 10.8 11.3 12.1 13.7 15.1 17.9 21.3
250 11.9 12.4 13.3 15.1 16.6 19.6 23.3
275 13.0 13.6 14.6 16.4 18.1 21.3 25.2
300 14.0 14.7 15.8 17.8 19.5 22.9 27.0
325 15.1 15.8 17.0 19.1 21.0 24.6 28.9
350 16.1 16.9 18.2 20.4 22.4 26.2 30.7
375 17.2 17.9 19.4 21.7 239 27.8 32.5
400 18.2 19.0 20.6 229 25.3 29.4 34.3
425 19.3 20.1 21.8 24.2 26.7 31.0 36.0
450 20.3 211 22.9 25.5 28.1 32.6 37.7
475
500
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 250/575-13x10.0) @ CA 0.0° DM
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STATIC RADIAL DEFLECTION - 250/575-13x10.0) @ CA -2.0 ° DM

Inflation Pressure [bar]

Load [ke] 2.0 1.8 1.6 1.4 1.2 1.0 0.8
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.5 1.8 1.9 1.8 2.1 2.4 3.5
50 2.8 3.3 3.4 3.5 3.9 4.5 6.2
75 4.0 4.6 4.9 5.0 5.6 6.4 8.7

100 5.2 6.0 6.3 6.5 7.3 8.3 11.1
125 6.3 7.2 7.7 7.9 8.9 10.2 134
150 7.4 8.5 9.0 9.4 10.5 12.0 15.6
175 8.6 9.7 10.3 10.8 12.0 13.8 17.7
200 9.7 10.9 11.6 12.2 13.6 15.5 19.8
225 10.8 12.1 12.8 135 15.1 17.3 21.8
250 11.8 13.2 14.1 14.9 16.6 19.0 23.8
275 12.9 14.4 15.3 16.2 18.0 20.7 25.7
300 14.0 15.5 16.5 17.6 19.5 22.4 27.7
325 15.0 16.6 17.7 18.9 21.0 24.0 29.6
350 16.1 17.8 18.9 20.2 22.4 25.7 31.5
375 17.1 18.9 20.1 21.5 23.8 27.3 33.3
400 18.1 19.9 21.2 22.8 25.3 29.0 35.1
425 19.1 21.0 22.4 24.1 26.7 30.6 37.0
450 20.2 22.1 23.6 25.4 28.1 32.2 38.8
475
500
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 250/575-13x10.0/ @ CA -2.0° DM
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STATIC RADIAL DEFLECTION - 250/575-13x10.0) @ CA -4.0 ° DM

Inflation Pressure [bar]

Load [ke] 2.0 1.8 1.6 1.4 1.2 1.0 0.8
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.5 2.3 2.2 2.5 2.1 2.7 3.5
50 2.9 4.1 3.9 4.4 4.0 5.0 6.3
75 4.2 5.6 5.5 6.1 5.7 7.1 8.9

100 5.4 7.1 7.0 7.8 7.4 9.1 11.2
125 6.6 8.5 8.4 9.4 9.1 11.0 13.5
150 7.8 9.8 9.8 10.9 10.7 12.9 15.8
175 8.9 11.1 11.2 12.3 12.3 14.7 17.9
200 10.1 12.3 12.5 13.7 13.8 16.6 20.0
225 11.2 13.6 13.7 15.1 15.4 18.3 22.1
250 12.3 14.8 15.0 16.5 16.9 20.1 24.1
275 134 15.9 16.2 17.9 18.4 21.8 26.1
300 14.5 17.1 17.5 19.2 19.9 235 28.1
325 15.6 18.2 18.7 20.5 21.4 25.2 30.0
350 16.6 19.3 19.8 21.8 22.9 26.9 31.9
375 17.7 20.4 21.0 23.0 24.4 28.6 33.8
400 18.8 21.5 22.2 24.3 25.9 30.2 35.6
425 19.8 22.6 23.3 25.5 27.3 31.8 37.5
450 20.9 23.6 24.5 26.7 28.8 33.5 39.3
475
500
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 250/575-13x10.0/ @ CA -4.0° DM
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STATIC RADIAL DEFLECTION - 250/575-13x10.0) @ CA 0.0 ° WSA

Inflation Pressure [bar]

Load [ke] 1.90 1.75 1.60 1.45 1.30 1.15 1.00
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 13 1.4 15 1.6 1.7 1.8 2.0
50 26 28 2.9 31 3.4 36 4.0
75 3.9 41 43 46 5.0 54 59
100 5.1 5.4 5.7 6.1 6.6 71 7.8
125 6.4 6.7 7.0 75 8.1 88 96
150 7.6 8.0 8.3 8.9 9.6 10.4 11.4
175 8.7 9.2 9.6 103 11.1 12.0 13.1
200 9.9 10.4 10.9 11.6 12.6 13.6 14.8
225 11.0 11.6 12.1 129 14.0 15.1 16.4
250 12.2 12.7 13.3 14.2 15.4 16.6 18.0
275 133 13.9 145 155 16.7 18.1 19.6
300 14.4 15.0 15.7 16.8 18.1 19.5 212
325 15.4 16.1 16.9 18.0 19.4 20.9 22.7
350 16.5 17.2 18.0 19.2 20.7 223 24.2
375 175 18.2 19.1 204 22.0 23.7 25.7
400 18.6 19.3 20.2 216 232 251 27.2
425 19.6 203 213 22.7 245 26.4 28.6
450 206 213 224 239 257 27.7 30.0
475 216 224 235 25.0 26.9 29.0 314
500 226 233 245 26.1 28.1 30.3 328
525
550
575
600
625
650
675
700
725
750
775
800
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STATIC RADIAL DEFLECTION - 250/575-13x10.0J @ CA 0.0° WSA
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STATIC RADIAL DEFLECTION - 250/575-13x10.0) @ CA -3.0 ° WSA

Inflation Pressure [bar]
Load [ke] 1.90 1.75 1.60 1.45 1.30 1.15 1.00
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 1.6 1.7 1.8 1.8 1.9 21 23
50 3.1 33 3.4 35 38 41 44
75 46 48 5.0 5.2 56 6.0 6.5
100 6.0 6.3 6.5 6.8 7.3 7.9 8.5
125 73 7.7 8.0 8.4 9.0 9.6 10.5
150 8.6 9.0 9.4 9.9 10.6 114 12.4
175 9.8 103 10.8 113 12.1 13.1 14.2
200 11.0 11.6 12.1 12.7 13.6 14.7 16.0
225 12.2 12.8 13.4 14.1 15.1 163 17.7
250 13.3 14.0 14.6 15.4 16.5 17.8 19.4
275 14.4 15.2 15.8 16.7 17.9 193 21.0
300 15.5 16.3 17.0 18.0 19.3 208 226
325 16.5 17.4 18.1 193 206 223 24.2
350 17.5 18.5 19.2 20.5 21.9 237 257
375 185 195 203 21.7 232 25.0 27.2
400 19.5 206 214 229 24.4 26.4 28.7
425 20.4 216 225 24.0 256 27.7 30.1
450 214 226 235 252 268 29.0 316
475 223 235 245 26.3 28.0 30.3 33.0
500 23.2 245 25.5 27.4 29.2 316 343
525
550
575
600
625
650
675
700
725
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775
800
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STATIC RADIAL DEFLECTION - 250/575-13x10.0) @ CA -3.0° WSA
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